
Safe Water Solution (SWS) unit  
instructions and illustrated installation guide

The UV unit designed to fit under the kitchen sink to supply a Safe Drinking 
Water supply

The Safe Water Solution unit comes as a complete and ready to operate package requiring 
2 screws fitted into the wall on the outlet side of the existing or new filter.

These screws are to fit into the 2 keyhole fittings located on the back of the  Safe Water 
Solution (SWS) unit.

•	 The 3/8” and 1/4” inlet and outlet plastic tubing supplied will fit into the inlets and 		
outlets which are John Guest connections. They can be connected by simply pushing 		
into the fittings as per the attached installation guide.

•	 The 3/8” BLACK plastic tubing is for the inlet to the filter housing.

•	 The 3/8” GREEN plastic tubing is for the outlet of the filter housing to the inlet of the 		
SWS UV unit 

•	 The 1/4” BLUE plastic tubing is for the connection between the UV unit to the faucet 		
which is located on the kitchen sink.

•	 Plug into an electrical power socket and switch on and leave switched on.

•	 One year after installation, change the SWS UV lamp (part No. SWS8W4P)

•	 The Safe Water Solution is designed to operate up to 550 kPa, (80 psi) water pressure. 	
(Any pressure higher than 550 kPa will require the installation of a pressure reducing valve.)

SAFETY

Always switch off the electrical power supply before removing the top cover.

Never switch on the lamp when removed from the sterilisation tube located 
in the Safe Water Solution unit.

Do not look at any of the violet light that may be visible emitting from the 
Safe Water Solution unit.
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